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Tubulars Size Weight Pressure TPI Count
Sidewall area / Under the tread

S3 20" LITE <100 g 20" 18 mm <100 g 10–15 bar (145–220 p.s.i.) 210 / 315

S3 26" ROAD 26" 26 mm   230 g   8–15 bar (115–220 p.s.i.) 210 / 375

S3 24" ROAD 24" 26 mm   220 g   8–15 bar (115–220 p.s.i.) 210 / 375

S3 22" ROAD 22" 26 mm   210 g   8–15 bar (115–220 p.s.i.) 210 / 375

S3 20" ROAD 20" 26 mm   200 g   8–15 bar (115–220 p.s.i.) 210 / 375

Tubulars Size Weight Pressure TPI Count
Sidewall area / Under the tread

S3 20" LITE <100 g 20" 18 mm <100 g 10–15 bar (145–220 p.s.i.) 210 / 315

S3 20" ROAD 20" 26 mm   200 g   8–15 bar (115–220 p.s.i.) 210 / 375

S3 22" ROAD 22" 26 mm   210 g   8–15 bar (115–220 p.s.i.) 210 / 375

S3 24" ROAD 24" 26 mm   220 g   8–15 bar (115–220 p.s.i.) 210 / 375

S3 26" ROAD 26" 26 mm   230 g   8–15 bar (115–220 p.s.i.) 210 / 375

Guaranteed specified weight for LITE model – intended for a front wheel of racing wheelchairs. 
ROAD models are for wheelchairs and kick scooters.
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Tubular tyre for clincher rim of specific dimensions. The tyre has specially constructed sidewall and after 
inflation it holds against the rim lips and will not slip on the rim. The tyre sits mostly inside of the rim, 
protecting it from a side impact damage. No need to glue on the rim.

Tubulars Size Weight Pressure TPI Count
Sidewall area / Under the tread

MS3 28" 28" 22 mm 330 g 12–16 bar (175–230 p.s.i.) 60 / 120
Rim size 28" E.T.R.T.O. 622×21 mm

MS3 26" 26" 22 mm 315 g 12–16 bar (175–230 p.s.i.) 60 / 120
Rim size 26" E.T.R.T.O. 590×21 mm

MS3 25" 25" 22 mm 315 g 12–16 bar (175–230 p.s.i.) 60 / 120
Rim size 25" E.T.R.T.O. 559×21 mm

MS3 24" 24" 22 mm 300 g 12–16 bar (175–230 p.s.i.) 60 / 120
Rim size 24" E.T.R.T.O. 540×21 mm
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